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Applications: 

Various water applications, and a wide range of corrosive chemicals 
subject to compatibility with wetted parts in contact with media.  
J+J Electric actuators are sized on a maximum differential pressure of 
150 psi wet service,  operated at least once per day. If the intended 
duty differs from these parameters, or is dry (air or gas) call to check 
the actuator sizing as a larger output valve actuator may be re-
quired.   
The maximum rated pressure only applies at +68F, and reduces dra-
matically as the temperature rises to the maximum of the particular 
material being used (see page 5). 

Main J3CS Smart electric actuator features: 

LED light for continual visual actuator status feedback. 

Fully weatherproof smart industrial actuator. 

Multi-voltage 24-240V capable actuator. 

All external electrical connections, no need to remove cover . 

Selectable manual override facility. 

Thermostatic anti-condensation heater. 

Electronic torque limiter. 

End of travel switches for remote open/ closed indication. 

CE marked. 

EU manufactured by J+J. 
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Specifications:  

Actuator housing UV Protected Polyamide 

Supply voltage range  24-240V AC or DC  

IP Rating IP67  

Actuator temp limits -4 to +158°F 

Assembly temp limits Actuator mounted via kit   +140°F* 

  *Pressure rating drops as temp rises 

Valve body uPVC, cPVC, ABS, PP-H 

Valve ball uPVC, cPVC, ABS, PP-H 

Valve seats/ Seals PTFE/  EPDM (Viton option) 

Valve Pressure rating 150psi at ambient temp 

Valve temp limits +32 to +140F 

Size range 1/2” to 3” 

Typical KV Values 

Valve Size 1/2” 3/4” 1” 11/4” 11/2” 2” 21/2” 3” 4” 

CV 7.14 18.21 31.58 113.94 203.22 243.35 291.81 441.18 476.19 

CV = US gallons per hour with a 1psi pressure drop  across the valve .    Kv = Cv x 0.86 

J+J Electric Actuator Overviiew 

The J+J electric actuator range starts with the standard on-off 

model which has this power open, power close operation 

changed to failsafe and or modulating by installing internally 

fitted user friendly plug and play function conversion kits. The 

housing dimensions therefore remain the same for all of the 

different functions. 

Failsafe is achieved with a constantly trickle charged battery 

back-up system, modulation  uses a digital positioner using 

magnetic position sensing technology. 

In most cases AVS will fit and test these conversion kits, but 

they can be retro-fitted. 

 Motorized CEPEX EXTREME Ball Valve  

J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 

Ball valve information: 

High quality double union thermoplastic ball valves available in a 
variety of materials, all with blow-out proof ball and stem.  
With both valve and electric actuator designed and manufac-
tured in Europe, the motorized Cepex Extreme ball valve offers 
excellent performance over a wide range of applications. 
 
Turning the ball through 90° fully opens the valve, turning back 
through  90° fully closes the valve and isolates the flow.   
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Installing J+J Plug & Play  function conversion kits 

Failsafe and/or modulating function is quick and easy to achieve in the J3CS smart electric actuator by the fitting of the user friendly 
failsafe and/or modulating plug & play function conversion kits to the standard on-off J3CS smart valve actuator. When actuated valves 
are ordered with failsafe, modulating or failsafe modulating function, AVS install and test the plug and play function conversion kits, they 
can however be easily retro-fitted to J3CS smart electric actuators should the on-off function requirement (supplied as standard func-
tion), change. 

J3CS ON OFF ELECTRIC ACTUATOR      

Power open, power close, stays put on loss of external power. 

How this electric 1/4 turn valve works  (on-off): 

Electrically operated valves are driven by a motor and gearbox. On receipt of  a continuous voltage signal the motor runs and, via a gearbox in  
the J+J smart electric actuator, rotates the valve stem. The motor stops at the desired position (usually 0° or 90°) by internal cams striking mi-
cro-switches. The smart valve actuator remains in this position, with the voltage still applied continuously, until switched and a continuous 
voltage reversing signal is applied, which runs the motor in the opposite direction, reversing the rotation until separate set of internal cams 
strike separate set of micro-switches. 

Function Options: 

It is possible to change the J3CS actuator’s function by installing user friendly plug 
and play function conversion kits. These will provide the following alternative func-
tions: 

Failsafe J3CS Actuator 

J3CS fails to pre-set position using our BSR (Battery ‘Spring Return’) system which 
creates an alternate power supply should the external power fail. 

Modulating J3CS Actuator 

Movement of the J3CS actuator is proportional to an input control signal, typically 4-
20mA or 0-10V, by installing our DPS (Digital Positioning System) user friendly plug 
and play kit. There are options for how the J3CS modulating reacts to loss of the 
control signal, but it will stay put on loss of external power. 

Configuration options: 

1) Closes on loss of control signal 

2) Opens on loss of control signal 

3) Stays put on loss of control signal 

Failsafe Modulating J3CS Actuator 

Failsafe modulating by installing the J+J BSR (Battery ‘Spring Return’) plug and play 
kit, operates functionally as a modulating electric actuator as described above, but 
will fail as per the DPS setting on loss of external power, as follows:  

Configuration options: 

1) Closes on loss of control signal, or on loss of external power 

2) Opens on loss of control signal, or on loss of external power 

3) Stays put on loss of control signal 

 Motorized CEPEX EXTREME Ball Valve  

J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 



① ② 
③ 

L/+ N/- N/- 

CLOSE OPEN 

② 
③ 

① 

N/- L/+ 

OPEN CLOSE 

 VAC/VDC 

Note: Above line above is customer supplied 

External Power Position Confirmation 

 VAC/VDC 

J3CS ON-OFF & FAILSAFE WIRING (Same connection for either) 

In J+J electric actuators all electrical connections are made externally 

using the external DIN plugs supplied with the actuator. There is no need 

to remove the valve actuator’s cover to connect electrically. There are 

no terminals internally to connect to. 

② 

③ 

① 

N/- L/+  VAC/VDC 

External Power 

+ 

- + 
4-20mA / 

0-10VDC 

Input 

Output 

4-20mA / 

0-10VDC 

Do not connect 

③ 

① ② 

Control Signal I/O 

Grey DIN Plug 

Black DIN 

Plug (Centre) 
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① ② 
③ 

L/+ N/- N/- 

CLOSE OPEN 

Note: Above line above 

is customer supplied 

Position Confirmation 

 VAC/VDC 

Black DIN Plug 

(Right) 

J3CS MODULATING &  FAILSAFE MODULATING WIRING  

NOTE ABOUT WIRING: 
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J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 
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J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 
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 Motorized CEPEX EXTREME Ball Valve  

J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 

Valve Material Options: 

uPVC    Unplasticized Polyvinyl Chlroride  

Pressure/ Temperature rating:  240psi at +68F reducing to 45psi at +140F 

Strengths:    Good chemical resistance, mechanical strength,  

     resistance to ageing and good thermal resistance. 

Main uses:    Foodstuffs, potable water, demineralized water, 

     unconditioned water, most acids and alkalis,  

     paraffin, saline solutions. 

 

 

cPVC    Chlorinated Polyvinyl Chlroride  

Pressure/ Temperature rating:  240psi at +32F reducing to 45psi at +176F 

Strengths:    Good chemical resistance, mechanical strength,  

     resistance to ageing and good thermal resistance 

     Also resistant to fire. 

Main uses:    Strong inorganic acids, saline and alkali solutions 

     and paraffin hydrocarbons. Suitable for conveying 

     hot water in solar panel installations. 

 

 

PP-H     Polypropylene Homopolymer  

Pressure/ Temperature rating:  240psi at +32F reducing to 45psi at +176F 

Strengths:    Excellent chemical resistance, resistance to ageing 

     and good thermal stability. 

Main uses:    Foodstuffs, potable water, demineralized water, 

     unconditioned water, spa water, halogens, alkaline 

     solutions and detergents. 
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 Motorized CEPEX EXTREME Ball Valve  

J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 

Valve and actuator bracket dimensions (inch): 
DN 

(mm) 

D/G         

(inch) 

A±2 

uPVC, cPVC, 

A’±2 

PP, PVDF 

B B’ C E 

10 3/8” 4.02 3.98 0.61  1.02 2.48 

15 1/2” 4.02 3.98 0.61  1.02 2.48 

20 3/4” 4.72 4.65 0.79  1.24 2.44 

25 1” 5.47 5.35 0.91  1.42 2.99 

32  11/4” 6.14 5.94 1.08  1.77 2.87 

40 11/2” 6.69 6.50 1.26  2.01 3.58 

50 2” 7.76 7.48 1.54  2.40 3.66 

65 21/2” 9.37 9.25 1.7 1.26 2.95 4.80 

80 3” 10.94 10.63 2.09 1.46 3.48 5.20 

 1/2” 3/4” 1” 11/4” 11/2” 2” 21/2” 3” 

Nm 1 2 3.5 3.5 5 15 25 45 

lb.ins 8.9 17.7 31 31 44.3 132.8 221.3 398.3 

Valve break out torque (Bare, no safety) 

Valve 

Size 

J+J Model A A’ F L Wide E H 

3/8” J3C-S20 4.02 3.98 6.65 7.13 4.33 2.48 9.13 

1/2” J3C-S20 4.02 3.98 6.65 7.13 4.33 2.48 9.13 

3/4” J3C-S20 4.72 4.65 6.65 7.13 4.33 2.44 9.09 

1” J3C-S20 5.47 5.35 6.65 7.13 4.33 2.99 9.65 

11/4” J3C-S20 6.14 5.94 6.65 7.13 4.33 2.87 9.53 

11/2” J3C-S20 6.69 6.50 6.65 7.13 4.33 3.58 10.24 

2” J3C-S20 7.76 7.48 6.65 7.13 4.33 3.66 10.31 

21/2” J3C-S35 9.37 9.25 6.65 7.13 4.33 4.80 11.46 

3” J3C-S55 10.94 10.63 7.72 7.13 4.33 5.20 12.91 

Actuator models and assembly dimensions (inch): 

H
 

Dimensions (inch) - Motorized with J+J Actuator: 
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 Motorized CEPEX EXTREME Ball Valve  

J+J Electric Actuator   Type: EJ-3010CS 

J3CS Smart Electric Actuator Function Options:     ON-OFF, FAILSAFE, MODULATING, FAILSAFE MODULATING 

Valve and actuator bracket dimensions (mm) 
DN D/G A±2 

uPVC, cPVC, 

A’±2 

PP, PVDF 

B B’ C E 

10 16 / 3/8” 102 101 15.5  26 63 

15 20 / 1/2” 102 101 17.0  26 63 

20 25 / 3/4” 120 118 20.0  31.5 62 

25 32 / 1” 139 136 23.0  36 76 

32 40 / 11/4” 156 151 27.5  45 73 

40 50 / 11/2” 170 165 32.0  51 91 

50 63 / 2” 197 190 39.0  61 93 

65 75 / 21/2” 238 235 45.0 32 75 122 

80 90 / 3” 278 270 53.0 37 88.5 132 

 DN15 DN20 DN25 DN32 DN40 DN50 DN65 DN80 

Nm 1 2 3.5 3.5 5 15 25 45 

Lb.ins 8.9 17.7 31 31 44.3 132.8 221.3 398.3 

Valve break out torque (Bare, no safety) 

Valve 

DN 

J+J Model A A’ F L Wide E H 

10 J3C-S20 102 101 169 181 110 63 232 

15 J3C-S20 102 101 169 181 110 63 232 

20 J3C-S20 120 118 169 181 110 62 231 

25 J3C-S20 139 136 169 181 110 76 245 

32 J3C-S20 156 151 169 181 110 73 242 

40 J3C-S20 170 165 169 181 110 91 260 

50 J3C-S20 197 190 169 181 110 93 262 

65 J3C-S35 238 235 169 181 110 122 291 

80 J3C-S55 278 270 196 181 110 132 328 

Actuator models and assembly dimensions (mm): 

H
 

Dimensions (mm) - Motorized with J+J Actuator: 


